
 

 

Ref. FT COSO-en Rev: 5 06/09/21    1 of 3 

 

TECHNICAL DATASHEET 

 

  
COSO COKS 

 

CHARACTERISTICS  WEB PROFILE 

 
COSO: 

• Set of 2 fixed supports for air conditioning systems. 

• Union made by welding. 

• Epoxy Paint coating with high resistance to corrosion. 

• Sheet thickness 1,5 – 2 mm, depending on model. 

• Drill holes of Ø10,5, for fastening with Ø8 and Ø10 studs. 
COKS: 

• Silent Block set to absorb noise and vibration between the supports and 
the air conditioning equipment. 

• Kit includes 4 pads, 8 nuts and 8 washers. 
 

 

 

APPLICATIONS 

 

     
 

Use: air conditioning unit fixings 
 

  



 

 

Ref. FT COSO-en Rev: 5 06/09/21    2 of 3 

 

TECHNICAL DATASHEET 

 

1. RANGE 

ITEM CODE PHOTO MATERIAL COMPONENT DESCRIPTION 

1 COSO 

 
 

SUPPORT 
Steel made supports with epoxy 

paint coating. 

2 COKS 

  

SILENT BLOCK 

Zinc plated EPDM absorber, 

threaded on both sides. Zinc-

plated washer and nuts.. 

 
 

2. DIMENSIONS 

CODE A L T DRAWING 

COSO15400 135 400 1,5 

 

COSO15450 186 450 1,5 

COSO15500 228 500 1,5 

COSO20400 135 400 2,0 

COSO20450 186 450 2,0 

COSO20500 228 500 2,0 

 

 

CODE L L1 D D1 

COKS08060 22 18,5 38 29 

DRAWING 
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3. RESISTANCES 

CODE 
MAXIMUM LOAD 

(For 2 supports, kg) 

COSO15400 80 

COSO15450 80 

COSO15500 80 

COSO20400 150 

COSO20450 150 

COSO20500 150 

 


