TECHNICAL DATA SHEET: INDEX

Solar range / Kits for solar installations A PERFECT FIXING

PRODUCT DESCRIPTION

Coplanar kit with winged aluminium profile (PSA-A). Direct fixing

CHARACTERISTICS
® Assembly kit containing the components necessary for the
\ e o installation of a determined number of solar panels.
Mg \ ® |nstallation based on SC-PSA coplanar mounting system.
/ ® |ncludes quick fixing clamps KFRSC3050 for panels.

® |ncludes GM-A gauges for heights of 30, 35 and 40 mm.

® |ncludes PSA-A aluminium profile structure in continuous
format.

® |ncludes PSAUN200 profile joint with DIN-7504-K A2 installation
screw set.
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TECHNICAL DATA SHEET:
Solar range / Kits for solar installations

A PERFECT FIXING

APPLICATIONS

e Assembly of solar panels in parallel with respect to the roof surface on sloping roofs.

e Installation on metal roofs on the upper face of the ribs.

e For panels with 30, 35 or 40 mm-high frames,

e Portrait view (vertical) orientation panel assembly with profiles mounted perpendicular to the slope line.

e Direct fixing kit for roof mounting. Consult specifications in the SC-PSA mounting system technical data sheet.

1.RANGE

LENGTH
ITEM CODE PHOTO DESCRIPTION PANELS FRAME ROW MATERIAL
KCPSA0230 2 30 mm 2500 mm
Coplanar kit with winged aluminium
1 > \ profile (PSA-A). .
KCPSA0235 \ R R 2 35mm 2500 mm
For two panels Aluminium AISI-304 EPDM
KCPSA0240 2 40 mm 2500 mm
KCPSA0330 3 30 mm 3750 mm
\ Coplanar kit with winged aluminium
2 KCPSA0335 profile (PSA-A). 3 35mm  3750mm A
Direct fixing.
For three panels Aluminium AISI-304 EPDM
KCPSA0340 3 40 mm 3750 mm
\ Coplanar extension kit with winged
profile
AL \ Aluminium (PSA-A). Direct fixing. 2 2500 mm
For 2 panels i
3 Als| 3
\ Coplanar extension kit with winged Aluminium AISI-304 EPDM
profile
KCPSAO3AM \ Aluminium (PSA-A). Direct fixing. 3 3750 mm
For 3 panels
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Solar range / Kits for solar installations A PERFECT FIXING
2.1 KCPSAO02 Coplanar kit with winged aluminium profile (PSA-A). Direct fixing. For
* two panels
Components Kit
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KCPSA0230 KFRSC3050 GMAO030 PSAA1250 PSAUN200 ABEI5519
(H=30mm) 6 units 4 units 4 units 2 units 8 units
KCPSA0235 KFRSC3050 GMAO035 PSAA1250 PSAUN200 ABEI5519
(H=35mm) 6 units 4 units 4 units 2 units 8 units
KCPSA0240 KFRSC3050 GMAO040 PSAA1250 PSAUN200 ABEI5519
(H=40mm) 6 units 4 units 4 units 2 units 8 units

Roof/Fixing accessories
Consult technical data sheet corresponding to the SC-PSA assembly system.

Measurement table

— A B (o D E F H L LF
(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)
KCPSA0230 <1150 <2300 0,5B+0,7B (B-C)/2 26 >35 30 2500 2500
KCPSA0235 <1150 <2300 0,5B+0,7B (B-C)/2 26 235 35 2500 2500
KCPSA0240 <1150 <2300 0,5B+0,7B (B-C)/2 26 235 40 2500 2500
Drawing
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Solar range / Kits for solar installations A PERFECT FIXING

Coplanar kit with winged aluminium profile (PSA-A). Direct fixing. For
2.2 KCPSAO3 three panels

Components Kit
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KCPSA0330 KFRSC3050 GMAO030 PSAA1875 PSAUN200 ABEI5519
(H=30mm) 6 units 4 units 4 units 4 units 16 units
KCPSA0335 KFRSC3050 GMAO035 PSAA1875 PSAUN200 ABEI5519
(H=35mm) 6 units 4 units 4 units 4 units 16 units
KCPSA0340 KFRSC3050 GMAO040 PSAA1875 PSAUN200 ABEI5519
(H=40mm) 6 units 4 units 4 units 4 units 16 units
Roof/Fixing accessories
Consult technical data sheet corresponding to the SC-PSA assembly system.
Measurement table
Cod A B C D E F G H L LF LU/2
ode
(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)
KCPSA0330 <1150 <2300 0,5B+0,7B (B-C)/2 26 235 50+70 30 1875 3750 100
KCPSA0335 <1150 <2300 0,5B+0,7B (B-C) /2 26 >35 50+70 35 1875 3750 100
KCPSA0340 <1150 <2300 0,5B+0,7B (B-C)/2 26 >35 50+70 40 1875 3750 100
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Solar range / Kits for solar installations A PERFECT FIXING

Coplanar extension kit with winged profile Aluminum (PSA-A). Direct
fixing. For 2 and 3 panels

2.3 KCPSA-AM

Components Kit
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KCPSA02AM KFRSC_?.OSO PSAA:!.ZSO PSAUNZOO ABEI5_519
4 units 4 units 4 units 16 units
KCPSAO3AM KFRSC_?»OSO PSAAZ!.875 PSAUNZOO ABEI5_519
4 units 4 units 4 units 16 units
Roof/Fixing accessories
Consult technical data sheet corresponding to the SC-PSA assembly system.
Measurement table
Cod A B C D E F G H L LF LU/2
ode
(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)
KCPSA02AM <1150 <2300 0,5B+0,7B (B-C)/2 26 235 50+70 30 1250 2600 100
KCPSAO3AM <1150 <2300 0,5B+0,7B (B-C)/2 26 >35 50+70 35 1875 3850 100
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