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PU-SC  PU-SP  PU-FC  PU-FP  PU-TC  PU-TP  PU-CL 

             

CHARACTERISTICS  APPLICATIONS 

 For indoor and outdoor use. 

 Controlled expansion. 

 Professional use, high quality polyurethane foam. 

 High performance, strong adherence and long term sealing.  

 Maximum adherence and insulation, both thermic and acoustic. 

 Variety of application ways: gun or nozzle. Variety of applications: 

multiple use, firestop, roofing tiles application.  

 
 PU-SC/PU-SP: Solution for sealing and fixing all 

kind of frames, doors or windows, filling pipe 

holes with maximum insulation. 

 PU-FP: Polyurethane foam for those jobs that 

require higher fire resistance. 

 PU-TP: Specific for roofing tiles fixings. 

 PU-CL: Gun and fresh foam cleaner, application 

with gun or spray.  

BASE MATERIAL 
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1. RANGE 

ITEM CODE SIZE PHOTO APPLICATION 
FIRE 

RESISTANCE 
DESCRIPTION 

 

1 PUSC750 750 ml. 
  

  

Standard polyurethane 
foam, nozzle application 

12 

2 PUSP750 750 ml. 
 

  

Standard polyurethane 
foam, gun application 

12 

3 PUFC750 750 ml. 
 

  

Firestop polyurethane foam, 
nozzle application 

12 

4 PUFP750 750 ml. 
 

  

Firestop polyurethane foam, 
gun application 

12 

5 PUTC750 750 ml. 
 

  

Polyurethane foam for 
roofing tiles, nozzle 
application 

12 

6 PUTP750 750 ml. 
 

  

Polyurethane foam for 
roofing tiles, gun application 

12 

7 PUCL500 500 ml. 
 

 

-- 
Polyurethane foam cleaner, 
gun or spray application 

12 

 

 

2. ACCESSORIES 

ITEM CODE PHOTO APPLICATION MATERIAL 

1 PUPI01 

 

 

Application gun for polyurethane foams. 

2 PUCA01 

 
 

Application nozzle for polyurethane foams. 
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3. TECHNICAL FEATURES 

 PU-SC PU-SP PU-FC PU-FP PU-TC PU-TP PU-CL 

Volume 40 – 45 l (750 ml) 500 ml 

Application  Nozzle Gun Nozzle Gun Nozzle Gun Nozzle Gun 

Application temperature +5°C (surface), +20/25°C (can) -- 

Setting time 5 – 10 min. (23°C/ 50% relative humidity) -- 

Cutting time 20-25 min(Ø=3cm, 23°C/ 50% relative humidity) -- 

Hardening time 1,5 – 5 hour (It depends on the temperature and humidity) -- 

Temperature resistance From -40°C till +90°C  -- 

Flammability class EN 13501, part 1 (F) 

DIN 4102, part 1 (B1);  
BS 476, part 20; 

EN 13501, part 1 (B-s1, 
dO); 

EN 13501, part 2 (EI 
240) 

EN 13501, part 1 (E) -- 

Storage 18 months 12 months 18 months 18 months 

 

4. APPLICATION 

4.1. NOZZLE APPLICATION  

 

1. Surfaces should be clean, free of dust, grease and other impurities. 

Dry and porous surfaces should be moistened with water. The optimal 

temperature of can at work is 20-25°C. At lower temperature put the 

can into warm water (max. T=40°C) for about 20 minutes. Before use 

shake can thoroughly (about 20 times) with the valve upside down.  

 

2. Remove the protective cap and screw the adapter. Hold the can 

upside down and activate the foam by pressing the valve.  

 

3. You can speed up the process of hardening by spraying the foam with 

water. 

 

4. It should be considered that the foam would expand 30-50%. If you are 

filling a gap wider than 5 cm, work in layers. Apply the second layer once 

the first one has hardened. Once the foam has hardened, cut it with a 

sharp knife and finish with plastering, covering, painting, etc.  

5. If you do not use the entire can, clean the valve with the PU-CL or 

acetone. Hardened foam can be removed only mechanically. Cured 

foam must be protected against UV. 
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4.2. GUN APPLICATION 

 

1. Surfaces should be clean, free of dust, grease and other impurities. Dry 
and porous surfaces should be moistened with water. The optimal 
temperature of can at work is 20–25°C. At lower temperature put the 
can into warm water (max. T=40°C) for about 20 minutes. Before use 
shake can thoroughly (about 20 times) with the valve upside down and 
screw it onto the gun.  

 

2. Press the trigger and let the foam flow through (ca. 2 seconds). This fills 
the foam into the extension tube. The pistol is now ready for use. During 
foam application hold the pistol with the can in vertical position. The 
output of the foam can be regulated with the trigger and controlled 
with the adjustment screw on the back side of the gun.  

 

3. You can speed up the process of hardening by spraying the foam with 
water. When replacing the can, shake the new can vigorously, unscrew 
the empty can and immediately replace it with new foam can. The can 
replacement has to be fast to prevent that PU-foam can harden in the 
adapter. Hardened PU-residues in front of the nozzle can be removed 
only mechanically.  

 

4. It should be considered that the foam would expand 30-50%. If you are 
filling a gap wider than 5 cm, work in layers. Apply the second layer once 
the first one has hardened. Once the foam has hardened, cut it with a 
sharp knife and finish with plastering, covering, painting, etc.  

5. If you do not use the entire can, clean the valve with the PU-CL or 
acetone. Hardened foam can be removed only mechanically. Cured 
foam must be protected against UV. 
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4.3. CLEANER APPLICATION 

 

1. Saturate linen cloth or colourless paper in PU-CL and wipe the surface. 

Repeat the procedure with a clean cloth. On porous surfaces, leave 

the cleaner to penetrate the surface and then clean.  

2. PU-CL is used for manual cleaning as well as for gun cleaning. For 

manual cleaning use a fixed spray cap mounted on the spraying 

accessory.  

 

3. With the application of pressure to the cap cause the flow of the 

cleaner. For gun cleaning screw the dose with the adapter onto the gun. 

The dose must not be placed sideway. Carefully pull the trigger on the 

gun, to remove the foam residue from the gun. Once the cleaner starts 

to come out, release the trigger. 

 

4. Leave the cleaner to work inside the gun for 1 to 2 minutes. Pull the 

trigger again and hold it until a clean cleaner starts to come out. Repeat 

the procedure 2 to 3 times at each gun cleaning. 

 


