TECHNICAL DATASHEET

METRIC THREAD BOLTS
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Denomination: METRIC THREAD BOLTS

Reference: FT MET-en ‘ Date: 03/12/20 ‘ Revision: 8
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CHARACTERISTICS

Boltsfor mechanical fixings.

Metric thread.

Requires prarilled threading, or the use of a metric nut.
Variety of sizes, heads and lengths: flexibility in installation
Zincplated coatingand Stainless Steel.
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APPLICATIONS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,
D985, D985I, D1587, D6923, D315, D125, D125I, D127, D9021, D90211, D6798A
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METRIC THREAD BOLTS

L Codes: : T084, T963, T965, T985, D931, D933, D933, D6921 D912, D603, D608, D934, DI34I,
Denomination: METRIC THREAD BOLTS D985, D985I, D1587, D6923, D315, D125, D125, D127, D9021, D9021I, D6798A
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1. RANGE
ITEM CODE  STANDARIL PHOTO HEAD RECESS MATERIAL
Steel class 4.8 UNE EN ISO-B98
1 To84 DIN 84 Coating: zindJt F § SR % p
Steel class 4.8 UNE EN ISO-B98
2 7963 DIN'963 Coating: zine.Jt + G SR % p
Steel class 4.8 UNE EN ISO-B98
3 965 DIN 965 Coating: zint.Jt G SR x p
Steel class 4.8 UNE EN ISO-B98
4 T985 DIN 7985 Coating: zint.Jt G SR x p
Steel class 8.8 UNE EN ISO-B98
> bo3l PIN93t Coating: zint.Jt G SR x p
Steel class 8.8 UNE EN ISO-B98
6 D933 DIN 933 Coating: zinkJt I G SR X p
] p
[ 8
7 D933l DIN 933 (A2) Stainless Steel AZ0 (AISI 304)
Hexagonal Hexagonal
(1 —— Y A (Y Steel class 8.8 UNE EN ISO-B98
8 D6921 DIN 6921 | =L Coating: zindJt U SR X p

9 D912 DIN 912 v AR

‘ A
E @ Steel class 8.8 UNE EN ISO-B98
Coating: zinc.Jt  § SR % p

| B P
Cylinder Allen
f If ( Steel class 4.8 UNE EN ISO-B98
10 D603 DIN 603 1E—= i!ii!iiﬁgaﬁ @ @ et tlass .6 UANE £
\ Rivet with squar Coating: zinkJt | U SR X p
Tamperproof
neck
e
g Steel class 8.8 UNE EN ISO-B98
11 D608 DIN 608 Eb——-—-————-«\\m A | /21 GAy3Y &Stt26 L

Countersunk Cylindrical 4042

‘ o ; > Steelhardness > 140 HV. Coating: zi
12 D934 DIN 934 §. d plated: zineLJt I G SR % p

” Hexagon
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METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,

Denomination: METRIC THREAD BOLTS D985, D985I, D1587, D6923, D315, D125, D125, D127, D9021, D9021I, D6798A

Reference: FT MET-en Date: 03/12/20 Revision: 8 Page: 3 of 23
ITEM CODE  STANDARIL PHOTO HEAD RECESS MATERIAL
] X {
13 D934 DIN 934 (A2) . | Stainless Steel A20 (AISI 304)
v Hexagonal
14 D985 DIN 985 ﬁ (» \ s ; ) Steel hardness > 140 HY0ating: zinc
- \ ' plated: zineLJt F G SR x p
Hexagon
N v
15 D985! DIN 985 (A2) !- O>1 ‘ Stainless Steel A20 (AISI 304)
Hexagonal
i RN #a Carbon Steel
16 D1587 DIN 1587 . ' 1‘\\‘) ‘ Coating: zinglated: zineLJt I G SR
" Hexagonal s/ISO 4042
1‘\1 AR, ﬁ~ Carbon Steel
17 D6923 DIN 6923 | ( @3 Coating: zingplated: zineLJt I G SR
y P Hexagonal s/ISO 4042
Equivalent = = ~ Carbon Steel
18 TUMA gm’gfg Wy - Coating: zinglated: zineLJt I G SR
S
s/ISO 4042
19 D125 DIN 125 ( : __ Steel h.arQness > 1fO,H}/' Coatirigc
| plated: zineLJ | G SR X p
20 D125] DIN 125 (A2) @ - Stainless Steel A20 (AISI 304)
- ing:
‘ Steel class 6 UNE EN 20&@&oating:
21 bi27 PIN 127 ) - zineLX SR % p kY
<G Steel class 6 UNE EN 2089& oating:
22 D9021 DIN 9021 & - AnolX F G SR % b K
23 D9021lI DIN 9021 (A2) ) -- Stainless Steel A20 (AISI 304)
Carbon Steel
24 D6798A DIN 6798 - Coating: zinglated: zineLJt I G SR

s/ISO 4042
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METRIC THREAD BOLTS

L Codes: : T084, T963, T965, T985, D931, D933, DI33I, D6921 DI12, D603, D608, DI34, D934,
Denomination: METRIC THREAD BOLTS D985, D985!, D1587, D6923, D315, D125, D125], D127, D9021, DI021I, D6798A
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2. CHARACTERISTICS

2.1DIN-84 Slottedbolt ¢ cylindrical head
Properties
Zl
Steel Zineplated coating Plate fixings
Properties
Slot Cylindrical head Metric
SIZE M3 M4 M5 M6
@d2: head diameter [mm] 55 7 8.5 10
k: head thickness [mm] 2.0 2.6 3.3 3.9
n: slot width [mm] 1.0 1.50 1.50 1.9
t: slot depth [mm] 1.15 15 1.8 2.2
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2.2 DIN963 Slotted bolt ¢ countersunk head
Properties
e
. % N
N 4 Zl
Steel Zincplated coating Plate fixings
Properties
g; . .
Slot Countersunk Head Metric
SIZE M4 M5 M6 M8
@d2: headdiameter [mm] 7.5 9.2 11 14.5
k: head thickness [mm] 2.2 2.5 3 4
n: slot width [mm] 15 15 1.9 2.3
t: slot depth [mm] 1.1 1.3 1.6 2.1
NL‘_
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TECHNICAL DATASHEET

METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,
D985, D985I, D1587, D6923, D315, D125, D125I, D127, D9021, D90211, D6798A
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Denomination: METRIC THREAD BOLTS

2.3DIN-965 Bolt ¢ countersunk head Ph socket

Properties

i rd]
f .‘ TR 1Y : ’ Steel Zincplated coating Plate fixings
/. P BNELS, Properties

JEAA3

Ph Countersunk head Metric
SIZE M3 M4 M5 M6
@d2: head diameter [mm] 5.6 7.5 9.2 11.0
k: head thickness [mm] 1.65 2.2 25 3.0
Ph socket 1 2 2 3
Drill bit code PUPHCO01 PUPHCO02 PUPHCO02 PUPHCO03
PUPHLO1 PUPHLO002 PUPHLO02 PUPHLO03
/ //'T‘\
[ R N
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METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,

Denomination: METRIC THREAD BOLTS D985, D985!, D1587, D6923, D315, D125, D125I, D127, D9021, DI021I, D6798A
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2.4DIN-7985 Dome headbolt - Ph socket
Properties
A ‘\“ ! Steel Zineplated coating Platefixings
LIV EERE Properties
Dome head Metric
SIZE M3 M4 M5 M6
@d2: head diameter [mm] 6 8 10 12
k: Head thickness [mm] 2.4 3.1 3.8 4.6
v [mm] 1.6 2.0 2.5 3.0
Ph socket 1 2 2 3
Drill bit code PUPHCO01 PUPHCO02 PUPHCO02 PUPHCO03
PUPHLO1 PUPHLO002 PUPHLO02 PUPHLO03
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TECHNICAL DATASHEET

METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,

Denomination: METRIC THREAD BOLTS D985, D985I, D1587, D6923, D315, D125, D125, D127, D9021, D9021I, D6798A
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2.5DIN931 Metric thread bolt ¢ hexagonal head
Properties
R y sz

Steel Zineplated coating Plate fixings
Properties
-~ —
y
Hexagonal Hexagonal head Metric
SIZE M6 M8 M10 M12 M14 M16 M18 M20
) ;&Ncgztr??;fes [mm] 10 13 17 19 22 24 27 30
k: head thickness [mm] 4 5,3 6,4 7,5 8,8 10 11,5 12,5
be;gf;‘g‘pceexes [mm] 10,89 14,20 18,72 20,88 23,91 26,17 2956 | 32,95
f bg(”;,i”%: Ehr;adf mm] 18 22 26 30 34 38 42 46
leg;ﬂ'});t;‘;%aim [mm] - 28 32 36 40 44 48 52
Torque wrench 10 13 17 19 22 24 27 30
AN,




TECHNICAL DATASHEET

METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,
D985, D985I, D1587, D6923, D315, D125, D125I, D127, D9021, D90211, D6798A
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Denomination: METRIC THREAD BOLTS

2.6 DIN-933 Metric thread bolt ¢ hexagonal head

Properties

Steel Zineplated coating Plate fixings

Properties

a e B L L1

Hexagonal Hexagonal head Metric
SIZE M4 M5 M6 M8 M10 M12 M14 M16 M18 M20
s:distance g 8 10 13 17 19 22 24 27 30
between faces
k: head thickness [mm] 3 35 4 5,3 6,4 7,5 8,8 10 11,5 12,5
e:distance |y o0 750 | 863 | 10,89 1420 18,72 @ 20,88 @ 2391 @ 2617 2956 @ 32,95
between apexes
Torque wrench 7 8 10 13 17 19 22 24 27 30
[ 0o




TECHNICAL DATASHEET

METRIC THREAD BOLTS

Denomination: METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934
Reference: FT MET-en

D985, D985!, D1587, D6923, D315, D125, D1251, D127, D021, DI021I, D6798A
Date: 03/12/20

Revision: 8 Page: 10 of 23
2.7DIN-933 A2 Stainless steel metric threalolt ¢ hexagonal head
Properties
AlSI 3
Stainless Steel A2 -
i Steel (AISI 304) Plate fixings
\ Properties
.:LQ . .
Hexagonal Hexagonal head Metric
SIZE M4 M5 M6 M8 M10 M12 M14 M16 M18
s:distance | 7 8 10 13 17 19 22 24 27
between faces
k: head thickness [mm] 3 35 4 5,2 6,4 7,5 8,8 10 115
e:distance 1 750 8,63 10,89 = 1420 = 1872 = 2088 @ 2391 = 2617 @ 2956
between apexes
Torque wrench 7 8 10 13 17 19 22 24 27
s
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METRIC THREAD BOLTS
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Denomination: METRIC THREAD BOLTS

2.8DIN6921 Metric thread bolt ¢ hexagonal head with washer

Properties

E; | st B " Steel Zineplated coating Plate fixings
i
\ e iy ‘} W YN VN N o Properties
f.
Hexagonal Hexagonal head Metric
SIZE M5 M6 M8 M10 M12
s: distance between faces | [mm] 8 10 13 17 19
k: head thickness [mm] 5,4 6,6 8,10 9,2 115
e: distance between apexes = [mm] 8,71 10,95 14,26 16,50 17,62
@dc:washer diameter [mm] 11,8 14,2 18,0 22,3 26,6
. Full/ Full/ Full/ Full/ .
b(min):thread length [mm] 16 min 18 min 22 min 26 min Full/ 30 min
Torque wrench 8 10 13 17 19
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METRIC THREAD BOLTS

Codes: : T084, T963, T965, T985, D931, D933, D933I, D6921 D912, D603, D608, D934, D934I,
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2.9DIN-912 Allen bolt
Properties
1 ‘ ZIEE é
| il . ‘“i Steel Zincplated coating Plate fixings
R !“\3 \ | | .
) i 4 Properties
\ b s x| )Y 22’y
Allen Cylindrical head Metric
SIZE M4 M5 M6 M8 M10 M12
s:distance between [mm] 7 8.5 10 13 16 18
faces
k: head thickness [mm] 3 4 5 6 8 10
e: distance between [mm] 4 5 6 8 10 12
apexes

Torque wrench Allen 3 Allen 4 Allen 5 Allen 6 Allen 8 Allen 10



